
Custom
Suit Form



Know the Rules:
Check with your sanctioning body (the organization that sets the rules where
you race) about their requirements for driver safety equipment. They may accept
SFI certification (see below) or have their own guidelines. For example, in a
given racing classification, they could accept any driver’s suit that meets a certain
SFI rating or they could specify a minimum number of layers of a certain mate-
rial, or both. You will need to know their rules before you buy.

SFI Foundation:
The SFI Foundation is a non-profit organization that has developed standards
for safety apparel. Manufacturers must have materials and components tested by
independent labs before they receive SFI certification for a specific item. There are
several categories of racing safety apparel and related accessories defined by the
SFI. For driver’s suits, SFI standards focus on Thermal Protective Performance
(TPP) and flammability, with the exception of kart racing suits for which abra-
sion resistance and tear strength are tested.

Thermal Protective Performance (TPP):
TPP ratings are the result of specific lab tests at a certain temperature to estimate
how long a given material will protect a person from a second degree burn.

Real world results vary due to many factors, such as:

1. The condition of the suit; is it torn, dirty, oily, or threadbare?

2. The specific type of fire; is it gasoline, alcohol, oil, an exotic fuel, or some
combination? Are there other flammable materials involved?

3. Proximity to the heat source.

4. How the suit is constructed; TPP testing does not include types of seam
construction, overlap in critical areas, etc.

Abrasion Resistance & Tear Strength:
Abrasion resistance is estimated by a lab test in which the material is rubbed back
and forth on an abrasive surface.The number of cycles the material withstands
before a hole forms determines its abrasion resistance rating. Tear strength is
measured in pounds of force necessary to tear the material. Like TPP ratings, real
world results will vary depending on a variety of factors, such as:

1. The abrasiveness and other characteristics of the surface.

2. The weight per sq. inch pressing the material onto that surface,
and the velocity of the slide.

3. The condition of the suit.

4. The construction of the suit.

Specific Materials for Exposed Layer of Suit:
FR Cotton/Fire Retardant Cotton: This is the bulkiest and least expensive
type of fire resistant material. The cotton fibers absorb and retain fire retardant
chemicals in the treatment process. In general, FR Cotton will retain it’s fire
retardant properties beyond the point when the fabric is worn out. Because it is
cotton, the material has excellent breathability, does not cause itching or irrita-
tion, and is reasonably durable. It is also very stable in direct contact with flame,
with no tendency to melt or shrink.

Nomex III: Nomex fiber is a fire retardant version of Nylon, developed by
DuPont. Nomex III is a combination of Nomex fibers and Kevlar fibers; this com-
bination is very stable in heat and flame, and is also a very durable material. It
tends to have higher TPP for it’s weight than FR Cotton, but less than PBI/Kevlar.
It’s cost varies widely, but it is always considerably higher than FR Cotton.

PBI/Kevlar: This material combines the comfort and breathability of FR Cotton
with the durability of Nomex III. It is more stable in heat and flame than FR
Cotton, and has greater TPP for a given fabric weight than Nomex III. It is gener-
ally more expensive than Nomex III, and is only available in it’s natural tan color.

Lining Materials:
Coolquilt: The heart of Coolquilt is a special Nomex material that combines
excellent breathability with unsurpassed insulation. This is lined with light-
weight FR Cotton that will not cause itching or irritation, and absorbs perspira-
tion. Together, they provide the ultimate combination of comfort and protection.

Nomex Knit: A combination of our special Nomex knit inner lining with a
single-layer of woven Nomex III makes an amazingly light and flexible suit that
still achieves an SFI rating of 3.2A/5.

Materials and Protection:
We make both SFI 3.2A/1 and 3.2A/5 rated suits. 3.2A/1 suits are made with one
layer of fire retardant material, 3.2A/5 rated suits consist of two or three layers of
material in different combinations. Most importantly, a multi-layer suit provides
three to four times as much protection as a single layer suit based on SFI certi-
fied Thermal Protective Performance (TPP) testing.

3.2A/1 6 3 sec.
3.2A/5 19 9.5 sec.
3.2A/10 38 19 sec.
3.2A/15 60 30 sec.
3.2A/20 80 40 sec.

SFI 3.2A MIN. TPP EST. TIME TO 
STANDARD RATING 2ND DEG. BURN

40.1/1 2500 5 lb.
40.1/2 4500 8 lb.

SFI 40.1 MIN. TEAR
STANDARD CYCLES STRENGTH

The chart below lists the characteristics of each material combination that we offer:

# of SFI TPP
Material Layers Rating Rating Durability Comfort Breathability

FR Cotton 1 3.2A/1 11.5 good excellent excellent

FR Cotton/Coolquilt 3 3.2A/5 30 good very good very good

Nomex 1 3.2A/1 8 very good very good good

Nomex/Coolquilt 3 3.2A/5 29 very good very good good

PBI-Kevlar/Coolquilt 2 3.2A/5 32 excellent excellent very good

Nomex/Nomex Fleece 2 3.2A/5 19 fair fair fair

Nomex/Nomex Knit 2 3.2A/5 23 very good excellent good

(For best protection we recommend that you wear fire retardant underwear, regardless of which material you select for your suit)



Colors & Design:
Nomex is available in a wide variety of colors. Fabric samples are available upon request. Keep in mind that color varies somewhat between batches of material,
so we cannot guarantee an exact shade. PBI/Kevlar is only available in it’s natural tan color.
G-FORCE Racing Gear suits are available in custom styles that are designed to offer a superior fit and comfort. Choose from standard suits made to your exact
measurements (made-to-measure), custom designed suits in various styles and colors shown below, or design your own using the form on the
following page. Custom embroidery can be added to any suit using your logos, artwork or designs. For the designs shown below, options can be added or deleted
and colors can be changed.

MAT4003

The Custom Shop at G-FORCE Racing Gear is where new products are designed,
prototyped, and tested prior to being placed in mass production. Located in
Roswell, Ga., the Custom Shop is a modern 10,0000 sq. ft., fully climate con-
trolled sewing facility. From digital pattern making to computer controlled stitch-
ing machines, it is filled with cutting edge equipment. Although the high tech
machines make our products more affordable, it is the operators who control the
quality. The Custom Shop is filled with only the best of sewing personnel who

build G-FORCE Racing Gear products. Rather than sewing machine operators
doing the same operation all day long, it is staffed with seamstresses highly
skilled in all facets of racing suit construction. Only the high end G-FORCE
Racing Gear suits, along with made-to-order, made-to-measure, and customs,
are built here. These craftswomen (and men) will assemble your new suit to the
highest standards in the industry. In a G-FORCE Racing Gear suit you look like
a superstar at the track. Affordable Quality, what more can you ask for?
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Prices are as shown for one-piece SFI-5 rated multi-
layer suits manufactured from Nomex/Coolquilt.

Sizes: S-XL

Add $50.00 for
two-piece racing suits.

Subtract $99.99 for
single-layer Nomex

racing suits.

Add $399.99 for
Euro Shiny Nomex

racing suits.

Please contact your G-FORCE Racing Gear dealer for custom suit pricing.



Arm __________“
Circumference of arm at armpit over
shoulder.

Neck ________“
Circumference at base of neck.

Chest ________“
Circumference of chest at armpit.

Stomach ______“
Circumference of stomach at
the largest point.

Waist ________“
Circumference of waist at
the normal beltline.

Thigh ________“
Circumference of thigh 3”
below crotch.

Calf __________“
Circumference of calf at
the thickest point.

Inseam ______“
Length from crotch highest
point to ankle bone.
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Your custom driving suit is intended to fit you best when sitting in the driving position.

Using a cloth tape measure, have two people measure the driver. Do not add or subtract from the measurement taken. Please state any common fit
problems that you have with off-the-rack clothing, as well as any variation in fit that you want in your custom suit.

Driver’s Name Day Phone (        )

Address City State Zip

Customer # Blood Type

Torso Circumference
Length from base of
front neck through legs
to base of back neck. “

Front Neck to Waist
Length from hollow
at base of front neck
to middle of belt. __________“

Back Neck to Waist
Length from
base of neck to
middle of belt. __________“

Waist to Waist
Middle of belt,
in front, through
crotch to middle
of belt in back. __________“

Arm Length
Length from center
of back to wrist,
with hand touching
opposite shoulder. __________“

Shoulder Width
Outside width
of shoulder at
widest point. __________“

Hips
Circumference
of hips at
crotch level. __________“

Underarm to Ankle
Length from
armpit to ankle. __________“

Waist to Ankle
Length from middle of
belt to ankle bone. __________“

Height __________“

Weight __________“S
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OFFICE USE ONLY

QUOTE:

ORDER:

$ _____________

All custom suits must be pre-paid. We accept Visa, Mastercard, Discover, checks, and certified funds. No CODs. Allow 4-6 weeks from the time your payment has cleared our bank for delivery.
We will build your suit based on the information you give us. We cannot accept responsibility for errors in your body measurements or any other specifications that you provide,

SO PLEASE BE AS CAREFUL AND SPECIFIC AS POSSIBLE.



Suit Construction

Single-Layer
Multi-Layer

Fire-Retardant:
Nomex
Euro Nomex
PBI/Kevlar

Fire-Retardant Inner Layer:
CoolQuilt
Nomex Knit

(Multi-Layer suit only. See “Suit
Construction” for information)

Karting
(Antron-Cordura with a cotton twill liner.
This suit is not fire-retardant)

Standard Nomex Colors
(Subject to change.)

Black Navy

Blue Shamrock

Red Khaki

White Gray

Yellow Pink

Orange Purple

Teal Maroon

Natural (Nomex)

(PBI available in tan only.)

Quilting

Box

Vertical

(Multi-layer suits MUST be quilted.)

Stitch Color
________________

Knit
Armhole

Black
Blue
Red
Natural

Knit
Back Panel

Black
Blue
Red
Natural

NASCAR
Collar

Yes (woven only)

Knit Collar
Black
Blue
Red
Natural

Embroidery

Front
Back
Leg

Piping
in Seams

Yes
No

Color (if yes)

________________
(Please indicate in drawing which
seams will have piping.)

Enbroidered Name & Blood Type
None
Block Lettering
Script Lettering

Name ________________________

Blood Type __________________

Stitch Color __________________

Epaulets

None

Color: ____________

Daytona

Boot Cuff
Option

Knit cuffs
hidden
inside
legs.

Standard

Notes:

Once we receive all the information you provide for a custom suit, we make a “test”
suit and send it to you so it can be tried on for correct fit. We will build the final suit
when we get your approval on the fit of the test suit.




